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KVM SWITCH 



2-port Ultra-Compact 
KVM Switch 

SV211 MICRO 




Instruction Guide 



* Actual product may vary from photo 
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FCC COMPLIANCE STATEMENT 

This equipment has been tested and found to comply with the limits for a digital device, pursuant 
to part 15 of the FCC Rules. These limits are designed to provide reasonable protection against 
harmful interference in a residential installation. This equipment generates, uses and can radiate 
radio frequency energy and, if not installed and used in accordance with the instructions, may 
cause harmful interference to radio communications. However, there is no guarantee that 
interference will not occur in a particular installation. If this equipment does cause harmful 
interference to radio or television reception, which can be determined by turning the equipment off 
and on, the user is encouraged to try to correct the interference by one or more of the following 
measures: 

• Reorient or relocate the receiving antenna. 

• Increase the separation between the equipment and receiver. 

• Connect the equipment into an outlet on a circuit different from that to which the 
receiver is connected. 



• Consult the dealer or an experienced radio/TV technician for help. 
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uto-Scan Hotkey; 

When in auto-scan mode, the SV211MICRO will automatically toggle 
etween computers at a fixed interval of your choosing. When the switch 
etects any activity from the keyboard or mouse, auto-scan pauses until the 
ctivity has stopped. During auto-scan mode, the LEDs on the switch will 
ash. You can only use auto-scan when both computers are turned on. 



Command 


Hotkey Sequence 


Begin auto-scan mode 


Left Ctrl + Left Ctrl + Fl 


End auto-scan mode 


Left Ctrl + Left Ctrl 


Select auto-scan interval 


Left Ctrl + Left Ctrl + F3 



•val toggles between 3 (default), 8, 15, and 30 seconds. 



Troubleshooting 



If you are experiencing any difficulties, first make sure that all your cables ; 
connected to their proper ports and are firmly seated. 

To keep your SV211MICRO from getting dirty, you can use the loop on the 
switch to suspend the device from a wall or secure it to a desk surface. 

My SV211MICRO keeps switching between my computers. 

The switch is likely in auto-scan mode. In auto-scan mode, the switch will 
toggle between computers after a set interval and the LEDs will be flashing. 
To exit auto-scan mode, press the Left Ctrl key twice. 

I can not switch between computers. 

You are likely using the wrong hotkey combination. Review the chart on 
page 5 and make sure you are using the LEFT control key. Hotkey sequence 
must be completed within 3 seconds to be valid. 



